SYSTEM

FEEDWATER CHEMISTRY WORKSHEET/LOG

SHIP

DATE PAGE
CHEMICAL TESTS AND SALINITY/CONDUCTIVITY INDICATOR COMPARISON FEEDWATER TESTS
(REQU|RED DA'LY) NOTE: ,u.mho/145=epm INDICATOR
CHLORIDE | INDICATOR | COM— | HARDNESS READING CHLORIDE | HARDNESS
ml MERCURIC | READING |PARISON[m| EDTAx0.2= ml_MERCURIC | mi EDTAx0.2=| OlL
TME | INDICATOR |NITRATEXD1= SAT/ epm KNG | | TME LocaTioN ~ |#mho/cm NITRATEX0.1= | ™ gl KING
LOCATION ho A HARDNESS 1A pm HARDNESS
CHLORIDE |M/A70) epm | (NsAT INITIAL epm |__CHLORIDE
ml | epm ml epm ml epm ml epm
DEAERATED FEED WATER
DISSOLVED MORPHOLINE
TME CODE OXIPEN  ["oH RANGE: | ROTAMETER | TANK LEVEL
15 pp;b 8.6-9.0 SETTING (gallons)

NAVSEA 9255/4 (6—94)(FRONT)

NSN 0116—-LF-018-2200




FEEDWATER CHEMISTRY WORKSHEET/LOG

PAGE
TIME REMARKS:
LEGEND/TEST CODE CHLORIDE CONDUC— | HARDNESS
DISSOLVED OXYGEN TESTING MORPHOLINE TREATED SYSTEM REQUIREMENTS/LIMITS d mTY epm
(MAXIMUM) SALINITY |CHEMICAL | 4mho/cm
INDICATOR | TEsT |
PFB  PRIOR TO FEEDING THE AOL 60 TO 90 MINUTES
BOILER AFTER ON LINE DISTILLATE 0.065 0.07 10.0 —
AOL WTHIN 2-3 HOURS AFTER RTE CARRIERS EVERY 4 HOURS MAKEUP  |-DEMINERALIZED - - 1.0 -
BOILER ON LINE OTHERS EVERY 12 HOURS NONDEMINERALIZED 0.10 0.10 15.0 0.10
RTE  WITHIN 24 HOURS CONDENSATE, | MORPHOLINE TREATED | 0.04 0.02 6.0 0.02
DRAINS & DFT | WMITHOUT MORPHOLINE | 0.02 0.02 3.0 0.02
DISTILLER AIR EJECTOR DRAINS 0.065 0.02 10.0 -
LCPO MPA REVIEWED: DATE
INIT. DATE INIT. DATE (ENGINEER OFFICER)

NAVSEA 9255/4 (6—94)(BACK)
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